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Using your Instruction Manual

Read the Installation Manual in entirety, especially the 

safety information, before operating.

If your Instruction Manual has a section called Preparing 

the Machine, it means that you will have to do something 

to your tractor or vehicle before you can install the at-

tachment. The Assembly and Installation sections of this 

manual provide information to assemble and install the

attachment to your tractor or vehicle. Use the Service sec-

tion to make any needed adjustments and routine service 

to your attachment. 

This product was manufactured by Superior Tech, Inc, 

a John Deere Licensee, located at 43 Industrial Road, 

Ephrata, PA 17522.  If you have any questions or concerns 

with the assembly, installation, or operation of this attach-

ment, see your local John Deere dealer or call Superior 

Tech at 1-888-867-2238 for assistance.

Product Services Information
INSTALLATION INSTRUCTIONS

9” Blade Extensions

Compatibility
Fits John Deere 54” Blade used on X700 Series tractors.

Parts in Kit 

Qty. Description

1 Left Blade Extension (A)

1 Right Blade Extension (B)

Hardware Bag

Qty. Description

4 3/8” x 1” Carriage Bolt

4 3/8” Flange Nut
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Initial installation of the blade extensions may require 

adjusting the blade extension edge (A) to match the height 

of the 54” blade edge.

1.     Park on a fl at level surface and put the blade down.

2.     Loosen two bolts (B).

3.     Slide the blade extension edge (A) to the ground, 

same as the 54” blade edge.

4.     Tighten two bolts (B).

5.     Repeat on other side.

Edge Adjustment

The blade extension edge (A) is reversible.  Remove two 

bolts (B) and fl ip.

Assembly

1.     Slide the shaft (A) on the blade extension into the  

gap (B) between the blade and the angle.  

2.     With the extension in place, mark holes (C) on the top 

surface (D) of the blade.

3.     Remove extension and drill 13/32” holes.

4.     Fasten extension using two 3/8” x 1” Carriage Bolts 

and 3/8” Flange Nuts.

5.     Repeat steps 1-4 on other side.


